






A continuous undermill conveyor
system. Designed to handle more
production with less clogging, the 48” 
(122 cm) wide conveyor belt has a 
maximum speed of 860 fpm (262 m/min) 
and a height capability of 18’ (5.5 m). 



General (without loader/cab)
Weight: 73,500 lb (27,433 kg)
Weight at axles (estimated): 46,000 lb 

(20,865 kg) 
Tongue Weight: 27,500 lb (10,264 kg)
Length (transport): 42.5' (13 m)
Length (operation): 62.6' (19.1 m)
Width: 11.9' (3.6 m)
Height: 13.5' (4.1 m)

General (with loader/cab)
Weight: 84,500 lb (31,539 kg)
Weight at axles (estimated): 50,000 lb 

(18,662 kg)
Tongue Weight (estimated): 34,500 lb 

(12,877 kg)
Length (transport): 42.5' (13 m)
Length (operation): 62.6' (19.1 m)
Width: 11.9' (3.6 m)
Height (operation): 18.75' (5.7 m)
Height (transport): 13.5' (4.1 m)

Drive Line
Electronically controlled hydraulic 

transmission
PTO: PT Tech microprocessor controlled 

wet clutch with gear reduction and 
integrated torque limiter

Drive line: 10C driveshaft

Controls
Full-functional operator’s station
Radio remote control
Radio remote control functions:

Tub rotation (on and off)
Auto tub rotation (on and off)
Throttle control
Conveyor height
Engine fan
Engine stop

Trailer
Axle rating: 20,000 lb (9072 kg) per axle
Axle: Triple axle with spring or air ride 

suspension
Tires (option 1): 6-425/65R 22.5 super singles
Ground clearance (option 1): 12.5" (32 cm)
Tires (option 2): 12-255/70R 22.5 radial duals
Ground clearance (option 2): 9.1" (23 cm)
Brakes: Air-actuated drum  

Engine
Model: Caterpillar 3412E
Aspiration: Twin turbocharged and intercooled
No. of cylinders: 12
Horsepower (gross): 1000 hp (746 kW) 
Electrical system: 24 V 
Fuel tank capacity: 500 gal (1893 L)
Fuel consumption at full load: 52 gph 

(197 L/h)
Operation range (full load): 9.6 hours 

(approximate)

Tub
Pump type: Hydrostatic
Diameter (base of tub): 10' (3 m)
Diameter (tub opening): 13' (4 m)
Depth: 4.6' (1.4 m)
Wall thickness (T1 steel): .25" (.64 cm)
Loading height: 11.3' (3.4 m)
Tub drive tensioner: Automatic 

hydraulically-tensioned mechanical slide
Tub agitators: 4
Tub rollers (Qty.): 8 carrier and 8 guide

Duplex Drum 
Millbox opening: 34" x 72" (86 x 183 cm)
Drum diameter: 22" (56 cm)
Tip diameter: 31" (79 cm)
Drum cutting length: 63.5" (161 cm)
Drum speed: 1280 rpm
Number of hammers: 11
Number of cutters: 22 
Cutter block types: Block 2 bolt 

narrow - 2.75" x 5" (7 x 13 cm)
Center retention pin: 2" (5 cm)
Number of wipers: 4

Screens:
Number of screens: 1" or 2.8" A/R 400 

(3 cm or 7cm)
Anvil: Replaceable
Number of sides: 4
Screen area: 4162 in2 (26,851 cm2)

Discharge Conveyor:
Length: 23' (7 m) 
Conveyor belt width: 48" (122 cm)
Belt design: Crowned steel design lagging 

and taperlock
Belt speed (max): 860 fpm (262 m/min)
Load Height: 

Minimum: 12.2' (3.7 m)
Maximum: 18' (5.5 m)

Loader
Pedestal/cab rotation: 370°
Reach: 29.5' (9 m)
Lifting capacity:

10' (3 m) radius: 12,000 lb (5,403 kg)
Full reach: 4,000 lb (1,814 kg)
Grapple rotation: Continuous 360°
Grapple type: Multi-tine
Grapple weight: 1,150 lb (523 kg)

Cab (with loader unit only)
Heat and air conditioning
Windows type: .38" (9.5 mm) LEXAN
Front intrusion guard
AM/FM CD (optional)
Pilot operated seat mounted joystick controls
Six character, multi-function LED display
Front window wiper / washer

Options
Air compressor: Ingersoll Rand
Motor: 12.5 hp (9 kW) Kohler
Max psi: 175 psi @ 6.4 cfm 

(12.3 kg2/cm @ .18 m3/min)
Capacity: 30 gal (114 L)
Screen Sizes
Extended warranty
Special paint
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Building Industry Partnerships to Serve You Better.

Vermeer has forged strong strategic alliances with tree industry giants that include Sherrill Incorporated and ArborMaster Training. 
These alliances ensure that top-quality industry support is the standard at Vermeer dealerships. Membership with the TCIA and ISA helps Vermeer

stay in touch with the customers it serves and the issues they face.

Vermeer Corporation
1210 Vermeer Road East

P.O. Box 200
Pella, Iowa 50219 U.S.A.
Phone: (641) 628-3141

Fax: (641) 621-7773
International fax: +1 (641) 621-7730

www.vermeer.com

Call toll-free 1-888-VERMEER
1-888-837-6337 (U.S.A. only)

™

Vermeer EMEA
(Europe, Middle East, Africa, and CIS)

P.O. Box 323
4460 AS Goes
Netherlands

Phone: +31 113 272700
Fax: +31 113 272727

Vermeer Asia Pacific
(Asia Pacific, Australia Asia, China, Pakistan, and India)

48 Toh Guan Road East
#01-105 Enterprise Hub

Singapore 608586
Phone: +65 6516 9560

Fax: +65 6515 9218 

Your Complete Global Service Provider
for Quality Parts and Service.

Vermeer offers factory-
certified training programs to
its dealer network to ensure
that the most current service
procedures are presented to
the service personnel of your
Vermeer dealer.

Get the parts and service
edge. In addition to providing
quality equipment, Vermeer
delivers top-quality parts and
superior services. Vermeer
parts are manufactured to
exacting specifications to help
keep your Vermeer equipment
running trouble-free and at
OEM specifications.

The Preventive Maintenance
Plus program offers you
flexibility in choosing a
preventive maintenance plan
that best fits your situation 
and service needs.




