


Leave jobsite
pressure at the
curb.

The BC1400TX is another reason 

why the Vermeer name has become

synonymous with brush chipper 

innovation. Equipped with a flexible

Caterpillar 304 track undercarriage, this

unit allows the operator to manuever

through jobsites where a tow-behind

unit may be limited due to difficult

terrain or confined areas. Rather than

bringing the work to your brush chipper,

take your brush chipper to the work -

whether it is on a mountain side or in 

a dense forest.

The track-driven BC1400TX also 

offers lower ground pressure than 

tow-behind models. This makes the 

unit perfect for accessing areas where

attention to turf quality is required 

such as backyards and golf courses.

Powered by a 122 hp (91 kW) Caterpillar

diesel engine, the BC1400TX is capable 

of processing material up to 15 inches 

(38 cm) in diameter. An automotive-style

clutch reduces the need for frequent

clutch plate adjustment. What's more, a 

wireless remote control offers flexibility 

and greater visibility when maneuvering 

on the jobsite.
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The microprocessor controlled
and hydraulically engaged PT
Tech dry clutch ensures the PTO
can only be engaged while the engine
is at low rpm. This feature prevents
high throttle clutch engagement which
can cause premature wear to the
clutch system.  

Two track options are available
on the CAT 304 undercarriage -
rubber tracks or steel triple grouser
tracks. Tracks help reduce ground
disturbance, which can be beneficial
to contractors working in residential
yards, commercial sites, or
environmentally sensitive areas. 

Manuever th
and confined

A wireless remote control offers 
the operator greater flexibility and visibility
when maneuvering on the jobsite. With 
an operating range up to 300' (92 m), 
the operator can simultaneously load 
the machine with a mini skid steer, 
or wheel loader.



BC1400TX

Specifications
General
Weight (steel tracks): 11,140 lb (5,053 kg)
Weight (rubber tracks): 10,240 lb (4,645 kg)
Transport length: 151" (384 cm)
Width: 90" (229 cm)
Height: 109" (277 cm)

Engine Options
Make/model: Caterpillar 3054 turbocharged
Horsepower: 122 hp (91 kW)
Fuel type: Diesel
Number of cylinders: 4
Cooling medium: Liquid

Capacities
Fuel tank: 45 gal (170 L)
Hydraulic tank: 40 gal (151 L)

Cutting System
Drum size: 22.5" dia. x 22" wide (57 cm x 56 cm)
Speed: 2,150 rpm
Knives: A8 chipper steel
Quantity of knives: 2
Bedknife: Four usable edges

Feed/Discharge System
Infeed throat/feed capacity: 15" x 20" (38 cm x 51 cm)
Infeed opening: 52" x 32" (132 cm x 81 cm)
Feed table length: 67" (171 cm)
Feed table height: 33" (83 cm)
Feed roller style: Twin vertical
Infeed rate: 0 fpm - 122 fpm (0 m/min - 37 m/min)

Chassis
Frame: .25" x 7" (.6 cm x 18 cm) welded box
Track undercarriage: Caterpillar 304

Option 1: Steel triple grousers
Option 2: Rubber over steel

Track width: 16" (40 cm)
Track ground contact length: 76" (192 cm)
Brakes: Planetary, spring-applied, hydraulically released

Electrical
System voltage: 12 V
Lights: Amber flashing strobe indicates unit is 

remote controlled

Brush Chipper

Improve productivity with the
SmartFeed system which monitors 
engine rpm rates and automatically 
stops and/or reverses the feed rollers 
to enhance production. This SmartFeed
system can also sense feed roller jams
and manipulate the material back and
forth automatically to reduce the need 
for manual control bar manipulation.

hrough uneven terrain
d areas

The 3-year / 3,000-hour 
extended limited warranty on drum housings,
cutter drums, shaft, and ring fedder hubs offers
you peace of mind, in addition to the 1-year /
1,000-hour Vermeer equipment limited warranty.
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Building Industry Partnerships to Serve You Better.

Vermeer has forged strong strategic alliances with tree industry giants that include Sherrill Incorporated and ArborMaster Training. 
These alliances ensure that top-quality industry support is the standard at Vermeer dealerships. Membership with the TCIA and ISA helps

Vermeer stay in touch with the customers it serves and the issues they face.

Vermeer Corporation
1210 Vermeer Road East

P.O. Box 200
Pella, Iowa 50219 U.S.A.
Phone: (641) 628-3141

Fax: (641) 621-7773
International fax: +1 (641) 621-7730

www.vermeer.com

Call toll-free 1-888-VERMEER
1-888-837-6337 (U.S.A. only)

™

Vermeer EMEA
(Europe, Middle East, and Africa)

P.O. Box 323
4460 AS Goes
Netherlands

Phone: +31 113 272700
Fax: +31 113 272727

Vermeer Asia Pacific
(Asia, Australasia, and South Asia)

48 Toh Guan Road East
#01-105 Enterprise Hub

Singapore 608586
Phone: +65 6516 9218

Fax: +6515 9218 

Your Complete Global Service Provider
for Quality Parts and Service.

Vermeer offers factory-
certified training programs to
its dealer network to ensure
that the most current service
procedures are presented to
the service personnel of your
Vermeer dealer.

Get the parts and service
edge. In addition to providing
quality equipment, Vermeer
delivers top-quality parts and
superior services. Vermeer
parts are manufactured to
exacting specifications to help
keep your Vermeer equipment
running trouble-free and at
OEM specifications.

The Preventive Maintenance
Plus program offers you
flexibility in choosing a
preventive maintenance plan
that best fits your situation
and service needs.




