










Vermeer: Engineered for efficiency.

The Vermeer LM42 lawn plow is a 42.2-hp (31.4-kW) multi-function 
trencher / plow with a compact profile that allows it to fit through 
a 36-inch (91-cm) opening. This unit is ideal for smaller, more 
confined dripperline installation applications.

The RT450 and RTX450 tractors are perfectly suited for larger 
applications and longer tubing needs. The RT450 offers high flotation
tires and the RTX450 is built on a track undercarriage that enables 
the unit to work in a wider variety of weather and ground conditions. 
Each tractor is powered by a 42.2-hp (31.4-kW) engine.

In addition, all Vermeer equipment featuring the multi-blade plow 
offers the following features.

• Packer wheel controls delivery  
depths in a consistent fashion and packs  
the furrow after the dripperline is installed.

• High-flotation tires help minimize turf 
damage, even in marginal soil conditions.

• Patent-pending plow design lays tubing 
gently into place.

• Blade height adjusts easily to the 
desired installation depth.

• Blade spacing width adjusts easily for 
varying soil types.

• Tubing rack holds up to 1000 feet 
(304.8 m) of dripperline, keeping coil  
changes to a minimum.

Contact your local Vermeer dealer to
learn more about the Conservigation™ 
Drip Irrigation and Installation process. 
Dealership personnel can educate you 
on this new process, provide training 
on the Vermeer equipment used during
the installation, as well as consult you 
on potential applications in your area.

About Vermeer

Founded in Pella, Iowa in 1948, Vermeer is

one of the world’s leading manufacturers of

environmental, agricultural, underground, 

and compact equipment. From horizontal

directional drills to trenchers to lawn plows

and more, Vermeer has a long history of 

bringing new innovations and technology

to the underground construction marketplace.



Vermeer RT450 tractor
specifications

General
Weight (tractor only): 3380 lb (1533 kg)
Length (tractor and 6-way backfill blade): 

97" (246 cm)
Width: 58" (147 cm)
Height (w/ bar): 85" (216 cm)
Wheelbase: 46" (117 cm)
Tread width: 46" (117 cm)
Ground clearance: 7.5" (19 cm)
ROPS: 2-post

Engine
Make and model: Deutz F3L2011
Horsepower @ 2500 rpm (gross): 

42.2 hp (31.4 kW)
Horsepower at 2500 rpm (net): 41.7 hp 

(31 kW)
Torque (max @ 1700 rpm): 101 ft-lb 

(137 Nm)
Displacement: 140 cu in (2.3 L)
Number of cylinders: 3
Cooling medium: Air / oil
Compression ratio: 19:1
Max engine operating angle 

(fore and aft): 25°
Max engine operating angle 

(left and right): 25°
Fuel type: Diesel
Air cleaner: Dry w/ safety element
Oil filter: Full-flow

Capacities
Fuel tank: 14 gal (53 L)

Vermeer RTX450 tractor
specifications

General
Weight (tractor w/ 6-way backfill blade 

only): 4480 lb (2032 kg)
Length (tractor and 6-way backfill blade): 

97" (246 cm)
Width: 63" (161 cm)
Height (w/ roll bar): 87" (220.5 cm)
Track base: 58" (147 cm)
Track width: 15" (38 cm)
Ground clearance: 9.5" (24 cm)
ROPS: 2-post

Engine
Make and model: Deutz F3L2011
Horsepower @ 2500 rpm (gross): 

42.2 hp (31.4 kW)
Horsepower @ 2500 rpm (net): 41.7 hp 

(31 kW)
Torque (max @ 1700 rpm): 101 ft-lb 

(137 Nm)
Displacement: 140 cu in (2.3 L)
Number of cylinders: 3
Cooling medium: Air / oil
Compression ratio: 19:1
Max engine operating angle 

(fore and aft): 25°
Max engine operating angle 

(left and right): 25°
Fuel type: Diesel
Air cleaner: Dry w/ safety element

Capacities
Fuel tank: 14 gal (53 L)

Buy, lease, or rent through your Vermeer dealer.
Multi-blade plow
Min number of blades: 1
Max number of blades: 3
Min depth adjustment: 2" (5.1 cm)
Max depth adjustment: 12" (30.5 cm)*
Min blade spacing: 10" (25.4 cm)
Max blade spacing: 24" (61 cm)
Min number of coil reels: 1
Max number of coil reels: 3
Max coil size per reel: 1000' (304.8 m)
*Custom blades for other depths are available.

Vermeer LM42 multi-blade
plow specifications

General
Approximate weight: 3550 lb (1610 kg)
Length: 74" (188 cm)
Width: 35.5" (90 cm)
Height (transport): 52" (132 cm)
Wheelbase: 44.5" (113 cm)
Tread width: 27" (69 cm)

Engine
Model: Deutz F3L2011
Horsepower (gross): 42.2 hp (31.4 kW)
Displacement: 140 cu in (2.3 L)
Cylinders: 3
Cooling medium: Air / oil
Max torque @ 1700 rpm: 95 ft-lb (129 Nm)
Max slope: 25°

Capacities
Fuel tank: 11.6 gal (43.9 L)
Hydraulic tank: 7.5 gal (28.4 L)

Steering
Type: Center, articulated
Turning circle: 17.5' (5.33 m)
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Genuine Vermeer parts are
precision-crafted to match
your Vermeer equipment
exactly. This ensures that
your system will run as
smoothly as possible, 
with the least amount of
service and maintenance.

Vermeer offers factory 
training programs to its dealer
network to ensure that the
most current service 
procedures are presented 
to the service personnel of
your Vermeer dealer.

Get the parts and service edge.
In addition to providing quality
equipment, Vermeer delivers
top-quality parts and superior
services. Vermeer parts are
manufactured to exacting
specifications to help keep 
your Vermeer equipment 
running trouble-free and at
OEM specifications.

Netafim USA
5470 East Home Avenue
Fresno, CA 93727
U.S.A.
Phone: 1-888-NETAFIM (638-2346)
Fax: 1-800-695-4735

Your complete global service provider for 
quality parts and service.




