














Got a tough job in
tight spaces?
The S$S400Tx is on it.
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Specifications

S40071x

Design type

Ride-on / track-drive

Length with standard bucket

98" (248.9 cm)

Length without bucket

76.5" (194.3 cm)

Width with standard bucket

42" (106.7 cm)

Width without bucket 34.5" (87.6 cm)
Height (transport) 49" (124.5 cm)
Height to hinge pin 69" (175.3 cm)
Reach to hinge pin N/A

Weight without bucket, gas engine 1950 Ib (885 kg)
Ground clearance 6" (15.2 cm)
Wheelbase N/A

Ground pressure (wide tracks)

3 psi (0.2 bar) with 9" (22.9 cm) tracks

Ground pressure (narrow tracks)

3.8 psi (0.2 bar) with 7" (17.8 cm) tracks

Width with tracks

34.5" (87.6 cm) with 7" (17.8 cm) tracks
36.5" (12.7 cm) with 9" (22.9 cm) tracks

Track width

7" (17.8 cm), 9" (22.9 cm) track options

Track length

36" (91.4 cm) ground contact

Track type

Rubber

Make and model

Kohler Command CH730

Fuel type Gas
Gross horsepower 23 hp (17.2 kW) per SAE J1940
Cooling system Air

Air cleaner

Dry two-stage with safety element

Fuel-tank capacity

7.5 gal (28.4 L)

Displacement 41.1 cuin (673.5 cm3d)
Number of cylinders 2

Max engine operating angle (left and right) 30°

Torque (max @ 2400 rpm) 37.9 ft-1b (51.3 Nm)
Torque (max @ 2800 rpm) N/A

Performance

Rated operating capacity (SAE)

500 Ib (227 kg)

Tipping capacity (with operator)

1430 Ib (649 kg)

Travel speed

3.9 mph (6.3 km/h)

Steering

Standard mechanical

Number of track assemblies

2

Lift and curl

Single dual-axis joystick

Transmission

Dual hydrostatic pumps

Hydraulic System

Auxiliary gpm @ 3600 rpm per pump

11.5 gpm (43.5 L/min)

Auxiliary pump relief

2650 psi (182.7 bar)

Ground drive gpm @ 3600 rpm per pump

11.5 gpm (43.5 L/min)

Operating pressure

3500 psi (241.3 bar)

Tank capacity

8gal 30.31)

Hydraulic system capacity

9.5gal (36 )

Fittings
Electrical
Battery

Quick coupler hydraulic fittings

12-V operating system

Dual cylinder lift

Standard mounting plate with quick attach

Safety Features

Boom lock bracket

Operator presence in platform

Console cushions

Manual parking brake




Your Complete Global Service Provider
for Quality Parts and Service

Get the parts and service
edge. In addition to providing
quality equipment, Vermeer
delivers top-quality parts and
superior services.

Vermeer offers factory-certified
training programs to its dealer
network to ensure that the
most current service
procedures are presented to
the service personnel of your
Vermeer dealer.

Vermeer parts are manufactured
to exacting specifications to
help keep your Vermeer
equipment running trouble-free
and at OEM specifications.

Vermeer EMEA

(Europe, Middle East, Africa and CIS)

P.O. Box 323
4460 AS Goes
Netherlands
Phone: +31 113 272700
Fax: +31 113 272727

Vermeer

Vermeer Corporation
1210 Vermeer Road East
P.O. Box 200
Pella, lowa 50219 U.S.A.
Phone: (641) 628-3141
Fax: (641) 621-7773

International fax: +1 (641) 621-7730

www.vermeer.com

Call toll-free 1-888-VERMEER

1-888-837-6337 (U.S.A. only)

Vermeer Asia Pacific
(Asia Pacific, Australia Asia, China, Pakistan, and India)
48 Toh Guan Road East
#01-105 Enterprise Hub
Singapore 608586
Phone: +65 6516 9560
Fax: +65 6515 9218

Equipment shown is for illustrative purposes only and may display optional accessories or components. Please contact your local Vermeer dealer for more information about machine specifications.
Vermeer Corporation reserves the right to make changes in engineering, design, and specifications; add improvements; or discontinue manufacturing at any time without notice or obligation.

VERMEER and the VERMEER LOGO are trademarks of Vermeer Manufacturing Company in the U.S. and / or other countries.
Kohler is a trademark of Kohler Co. Kubota is a trademark of Kubota, Ltd.
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